











TR 2.4GHZ ADVANCED TUNING GUIDE

™\ PressMENU id bdkZ i]gdj\] deirdch#

r
MENU TREE PressSET id hZazXi Vc deirdc#

The menu tree below shows how to navigate through

e . . Steering Sensitivity (EXjpo) Note: The transmitter is “live” during programming
theT92.4GHztransm|ttersvarloussettmgsand —“1. DcZz ?a"c‘ Gth P 50 you can test the settings real time without having
functions. Press and hold MENU to enter the menu tree, to exit the menu tree.
and use the following commands to navigate through 0 —
the menu and select options. HXNTER OROGRAMMING 2 ° Throttle Sensitivity (Expo)

Press and hold Ild 7arc h GzZY
MENU: L]Zc ndj ZciZzg V bZcj! ndj ValVhh hiWERU fér 3ide€onds
ide# Egzhh B:CJ id bdkZ Ydlc i}Z bZcjjigZz# 3 g Steering % (DualRate) PressMENU id bdkZ i]gdj\] deirdch#
L]Zc ndj gZVX] i1]Z Wdiidb d[ i]4 igZZ! pgZhh”c\ 11gzZ 7a*~c h G4y PressSET id hZazZXi Vc deirdc#
B: VivVace In Zij jid i]14 i # " -
cJ Vi ¢ aa gzijge ndj id ij4 ide ‘ - 1 ServoReversing EgzZhh H:I id gZKZg|
SET: EgZhh H:l id bdkZ VXgdhh i]1Z bzcjigzzMeY hZazXi 4. Braking% 99 ., 7anc chzgkd YAgzXirdd#
deirdch# L]Zc Vc deirdc ~h Xdbjp~ifd Y idMyltiFunctionKnob |  Press | ;dig 7anc'h GZY]
igVchbriizg»h bzbdgn! i]z hivijh AL9 [raRifvéayan<gzqc  SET 2 g SubTrim JhZ “cdW id VY_|hi
Wanrc' \gZZc# 5. ThrottIeTrim‘ Ild 7a~c'h GhyW"ig"b# EgZhh| H:
BACK: EgZhh Wdi] B:CJ VcY H:l id \d WVX" d$Z azkza ~c [kz 7arc h G2 3 _ EndPoints Jhz hizzZgre\ 11zka
i]Z bZcj igzZzz# 6. Knob Disabled ° lgzz 7a"c‘h\2/d$j(hij# I'j|gc gzl\r:]i r|1d
. . . . N RS cY ed”ci! eg y
EXIT. EgZhh VcY ]JdaY B:CJ id Zm~i epd\gVDBressc\# HAmM 7a”c'h GZVY lige az[i id YZhAgZY ZcYedAci VY

Ndjg hzazXizY deirdch Iraa Wz[hvkz¥

ECHO: Egzhh VcY JdaY H:l id VXi~rkviz|ilz ,zX]d? [jeXirdc# - . '
:X]d I1"aa ,eaVn WVX't ndjg XjgdZzci edfhrirdc dc i]z 49 ResetEnd Points EgZhh H:l id gzhidg
BZcj 1gZZ! h]djaY ndj adhZ ndjgleavxz§ dg ZmVbeaz/ ;djg 7a~c'h ¢¥Xidgn YZ[Vjai gc

Id gZhZi bVvm i]gdl/ AZi \d d[ Xdcfigd

>[ ndjg XjggZci edh”i*dc ~h HiZZg"c|\28 LV cChaanetSetup _Press_.,]_. Steering (Channel 1) | Press_|
Ed~cih! JdaY~c\ H:l [raa XVjhz ilf Al9 1d WiahéargZZegZz4c  SET Dcz 7a~c’ <gzZf SET
iI"XZ!'\gZZc dcXZ! VcY i]Zc gZYilgZZ |{"bzZh# :X]d - -
I"aa cdi Vaizg ndjg VY _jhibzcih|ldg X]Vl\z ndjg 2. Throttle (Channel 2) |__Press_0]_. ServoReversmg EgZhh H:l id gZKZgl
edhrirdc ~c i]Z egd\gVbbAc\ hZfjfcXz# lld 7a”rc h <gzZp SET Dcz 7a”c’ GhZgkd Y"gzZXirdq#
Below is an example of how to access a function in the menu Alleel\?fJ 3 Py Shift (Channel 3) ; 2 ° Sub Trim JhZ “cdW id VY_}hi
tree. In the example, the user is setting the Multi-Function knob 11gZzz 7a”~c h <gfgZzZc Ild 7a~c h Gky"b# EgZhh H:l|id |
to be a steering Dual Rate control.
- — , :
To set the Multi-Function knob to control STEERING DUAL RATE (%): Press 4 ° FrontT—Lock(ChanneI M) press |3 © End Points L @é&gis‘ighf \é —;‘
&# HINIX] i]Z igVchbriizg dc MENU 1dig 7arc'h <g#FT gy g2z 7ate h e hzi id nvdze
'# EgZhh VcY ]JdaY B:CJ jci®a i]Z \gZZc A:9 dglVvayY id YZhAgZY ZcYedArci Vel e
ncizgkVah# Se BﬁakrT'L“'i(c‘h:""elf EdggZEZi bvm i]ggdll AZi\d d[ Xddigd
(# EgZhh H:1# 1]Z gZY A:9 I"aa Warc® Ac hhc "kZ 7afc h <oHFT _
9jVa GViZ |Vh WZZc hZazZXizZY# 4. Reset End Points EgZhh H:l id gZhidg
)# EgZhh B:CJ iIAXZ# 1]Z gZY A:9 |*aa Wa“c' ;djg 7arc h g¥Xidgn YZ[Vjai e
AcYAXVIZ HiZzZzg"c\ EZgXZciV\Z ]Vh WZZc h PressSET id hZazXi Vc deirdt#
*# EgZhh H:I id hZzazXi# 1]Z \gZZc A:9 | aa " -
hjXXZhh[ja hzazXirdc# 3 @ ModeSelection | __Press___g1 g Etl)efz"c?a%\ aoy
+# EgZhh VcY ]JdaY B:CJ id gZijgc id Yg~k~"q l1gzz 7anc h <4zzc I 1. ServoReversing Egzhh H:I id gZKZzZg]
Press DcZ 7a~c” Gh¥Zgkd Y*gzZXirdq#
Restoring Factory Defaults: MEJI:IU

Transmitter | Hold b PressSET id XazZVg hZii*c\h# 2 Nitro
OFF | MENU and SET : afyY \gZzc# IgVchbriizg A ~® 14 7arc'h Gzv
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Set Multi-Function
knob for STEERING
SENSITIVITY (Expo)

Set Multi-Function
knob for THROTTLE
SENSITIVITY (Expo)

a B

Press/hold MENU
green LED blinks

a B

Press/hold MENU
green LED blinks

a B

Press SET
red LED blinks

a B

Press SET
red LED blinks

a BT

Press SET to confirm
green LED blinks (x8)

a EgY

Press MENU to confirm
red LED blinks (x2)

Press/hold MENU
returns to driving mode

s BT

Press SET to select
green LED blinks (x8)

Press/hold MENU
returns to driving mode

Set Multi-Function
knob for STEERING
DUAL RATE (%)

Set Multi-Function
knob for BRAKING
PERCENTAGE (%)

a B

Press/hold MENU
green LED blinks

a B

Press/hold MENU
green LED blinks

oK

Press SET
red LED blinks

& B

Press SET
red LED blinks

a Egr

Press MENU twice
red LED blinks (x3)

a Egl

Press MENU 3 times
red LED blinks (x4}

a B

Press SET to select
green LED blinks (x8)

s BT

Press SET to select
green LED blinks (x8)

Press/hold MENU
returns to driving mode

Press/hold MENU
returns to driving mode

Set Multi-Function
knob for
THROTTLE TRIM

To LOCK the

a B

Press/hold MENU
green LED blinks

a B

Press SET
red LED blinks

& B

a Egl

Press MENU 4 times
red LED blinks (x5)

a EgD

a B

Press SET to select
green LED blinks (x8)

o B

Press/hold MENU
returns to driving mode

@
Adjust the Multi-
Function knob until the
LED turns solid green.

Multi-Function knob Press/hold MENU Press SET Press MENU 5 times Press SET to lock Press/hold MENU

green LED blinks red LED blinks red LED blinks {(x&) green LED blinks (x8) returns to driving mode
e | Pl | B2 | PHx | PHx [ PHea | PN
the direction of

Press/hold MENU Press MENU Press SET Press SET Press SET to reverse Press/hold MENU

STEERING servo

To set the SUB TRIM
of the STEERING
servo

green LED blinks

a B

Press/hold MENU
green LED blinks

green LED blinks (x2)

a EgY

Press MENU
green LED blinks (x2)

green LED blinks

o B

Press SET
green LED blinks

red LED blinks

a B

Press SET
red LED blinks

serva direction

a Eg

Press MENU
red LED blinks (x2)

returns to driving mode

Use Multi-Function
kneb to set neutral

MENU TREE FORMULAS

To select functions and make adjustments to the TQ 2.4GHz transmitter without
referencing the menu tree, tur your transmitter on, find the function in the left
column you wish to adjust, and simply follow the corresponding steps.

4 BT

Press SET
to save pasition

Always turn yo
transmitter on first.

Press/hold MENU
returns to driving mode

To set the END
POINTS of the
STEERING servo

To reset the END
POINTS of STEERING
servo to defaults

La B

Press/hold MENU
green LED blinks

a B

Press/hold MENU
green LED blinks

U w2

Press MENU
green LED blinks (x2)

U w2

Press MENU
green LED blinks (x2)

a B

Press SET
green LED blinks

& B

Press SET
green LED blinks

a B

Press SET
red LED blinks

a B

Press SET
red LED blinks

a_# X3

Press MENU twice
red LED blinks (x3)

a ERl

Press MENU 3 times
red LED blinks (x4)

Turn steering
wheel to desired max
left and right travel

to reset end points

a Bl

Press SET
to save each position

Press/hold MENU
returns to driving mode

To REVERSE
the direction of
THROTTLE servo

To set the SUB TRIM
of the THROTTLE
SEno

e B

Press/hold MENU
green LED blinks

a B

Press/hold MENU
green LED blinks

a ERY

Press MENU
green LED blinks (x2)

P % x2

Press MENU
green LED blinks (x2)

a B

Press SET
green LED blinks

& B

Press SET
green LED blinks

a BT

Press MENU
green LED blinks (x2)

a B

Press MENU
green LED blinks (x2)

a B

Press SET
red LED blinks

& B

Press SET
red LED blinks

a B

Press SET to reverse
serve direction

a Egy

Press MENU
red LED blinks (x2)

Press/hold MENU
returns to driving mode

Use Multi-Function
knob to set neutral

Turn steering wheel
to test settings

a B2

Press SET
to save position

IF END POINTS

ARE OK:

Press/hold MENU
returns to driving mode

IF END POINTS
NEED TO BE
CHANGED:
Press SET
and repeat steps 6-8

Press/hold MENU
returns to driving mode

To set the END
POINTS of the
THROTTLE servo

To reset the END

POINTS of THROTTLE

servo to defaults

La BN

Press/hold MENU
green LED blinks

a B

Press/hold MENU
green LED blinks

L4 gV

Press MENU
green LED blinks (x2)

a Y

Press MENU
green LED blinks (x2)

& B

Press SET
green LED blinks

o B

Press SET
green LED blinks

a B

Press MENU
green LED blinks (x2)

a Bt

Press MENU
green LED blinks (x2)

a B

Press SET
red LED blinks

& B

Press SET
red LED blinks

e E 2L

Press MENU twice
red LED blinks (x3)

a Egl

Press MENU 3 times
red LED blinks (x4)

E Use throttle

trigger to set desired
max throttle or brake

P xxs

Press SET
green LED blinks (x8)

a |40

Press SET to save
Use trigger to test

Press/hold MENU
returns to driving mode

To REVERSE the
direction of SHIFT
servo

e B

Press/hold MENU
green LED blinks

a ERU

Press MENU
green LED blinks (x2)

& B

Press SET
green LED blinks

a Bt

Press MENU twice
green LED blinks (x3)

a B

Press SET
red LED blinks

a BT

Press SET to reverse
serva direction

Press/hold MENU

returns to driving mode

IF END POINTS
ARE OK:
Press/hold MENU

returns to driving mode

IF END POINTS
NEED TO BE
CHANGED:
Press SET
and repeat steps 7-9
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